	[image: image1.png]> .
v\\@ BrienHolden Vision|nstitute




	Site Selection and Infrastructure Considerations



Site Selection and Infrastructure Considerations

The following is a list of some of the site selection and infrastructure considerations that may be taken into account when selecting a site for a vision centre. 
SITE SELECTION CONSIDERATIONS

	VISION CENTRE BUILDING STRUCTURE
	YES
	NO
	COMMENTS AND REMARKS

	LOCATION
	 
	 
	 

	Street level
	 
	 
	 

	Space for signage on the front entrance
	 
	 
	 

	High level of pedestrian traffic
	 
	 
	 

	Public transport easily accessible
	 
	 
	 

	Public transport to referral centres easily accessible
	 
	 
	 

	
	 
	 
	 

	ENTRANCE - EXTERNAL
	 
	 
	 

	Ramp to enter for disability access
	 
	 
	 

	Easy access steps to front door
	 
	 
	 

	Security bars on windows
	 
	 
	 

	Security doors (lockable roller shutters)
	 
	 
	 

	 
	 
	 
	 

	ENTRANCE - INTERNAL
	 
	 
	 

	Clear, tidy and open space for disability access
	 
	 
	 

	No steps recommended
	 
	 
	 

	Reception desk/area should be visible
	 
	 
	 

	Enter directly into the waiting room
	 
	 
	 

	 
	 
	 
	 

	WAITING ROOM
	 
	 
	 

	At the entrance and easily accessible
	 
	 
	 

	Space for chairs for patient use
	 
	 
	 

	Clear wall space to put up promotional material
	 
	 
	 

	Even flat ground or floor
	 
	 
	 

	Room for a reception desk and receptionist 
	 
	 
	 

	 
	 
	 
	 

	VISION CENTRE BUILDING STRUCTURE
	YES
	NO
	COMMENTS AND REMARKS

	REFRACTION ROOM
	 
	 
	 

	Even flat ground
	 
	 
	 

	Minimum size 3.5 metres x 2.5 metres
	 
	 
	 

	Situated on ground floor/entrance level
	 
	 
	 

	Easily accessible from waiting room
	 
	 
	 

	 
	 
	 
	 

	OPTICAL WORKSHOP
	 
	 
	 

	Minimum size 2.7 metres x 1.5 metres
	 
	 
	 

	Direct access to plumbing/running water
	 
	 
	 

	No public direct access
	 
	 
	 

	 
	 
	 
	 


INFRASTRUCTURE CONSIDERATIONS

	ENTRANCE - EXTERNAL

	Glass door and/or panels - easy to see inside

	Vision Centre identifying sticker or poster on entrance door

	Large sign for Vision Centre in visible position

	Adequate lighting

	Clear entrance way

	 

	ENTRANCE – INTERNAL

	Must be clear at all times 

	Light above the entrance

	 

	WAITING ROOM

	Adequate lighting (fluorescent ok) and switched on

	Ceiling fan (where required)

	Switches for lights and fan must be easily accessible

	Fire extinguisher

	Reception desk 

	Lights over reception area

	Electric plug sockets and phone jacks for computer, telephones etc.

	 

	REFRACTION ROOM

	Lighting must be spread throughout the clinic area with independent switches (fluorescent ok)

	Ensure all switches for the clinic are inside the actual room and close to wear the ecp is sitting

	Ensure a fluorescent light is above VA chart (where illuminated box chart is not utilised)

	Ensure sufficient electric plug sockets for equipment, computer, printer

	Measure and mark on the ground the 3 metre mark from the wall for VA testing


	 

	OPTICAL WORKSHOP

	Long bench top to be able to carry heavy machinery. Thick wood, tiled and grouted cement and other strong materials are ok

	Make sure holes can be drilled through the above-mentioned bench top 

	Industrial size sink(s) are required - make sure they are set up with access to water - with existing water pipes

	Mark on the wall where electricity sockets will be needed to plug in machinery

	Fluorescent lighting

	Ceiling fan (where required)

	Once machinery is installed, have a builder drill a hole through the bench for the waste of the auto edger

	Storage area for lenses

	 

	DISPENSING AREA (CAN BE SITUATED INSIDE OR OUTSIDE OF THE REFRACTION ROOM)

	Ensure enough wall space to display frames and a mirror and for patients to try frames on

	Ensure there is a fluorescent light above the working area (which may just be a desk)

	Ensure there is a double electricity socket for equipment
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